
The Mr. Chime,®Inc.  Model DA3D is a wireless motion 
sensor, that senses the "body heat" emitted by person 
crossing the field of detection and activates with one of 
"two selectable", pleasant electronic alerting sounds.

The basic one entry alert package, changes into a 
multiple entry or area monitoring "system", at a great 
savings over the more expensive radio sending systems.

Mr. Chime,® Inc. Patented micro technology provides 
"maximum" performance with "minimum" size & price.  

The DA3D has the exclusive design of a side mounted sensor and (unique 
mounting bracket) to protect just the exact area of coverage, instead of 
others that take up valuable floor space. 

The Model DA3D (Sensor), uses (2) "AA" batteries and has a Patented low 
battery consumption design making it the best available.

The Model DA3D is wireless and does not require any electrical wiring.

The Model DA3D is the perfect solution for fitting room monitoring or high 
ticket display case alerting
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Wireless Motion Sensor (Chime)Model DA3D

FEATURES:

SPECIFICATIONS 
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The area of width coverage is variable by 
distance between the sensor and the 
object being monitored, the closer 
"narrow" the further "wider". Also, the 
segments shown can be masked "off", 
with tape, allowing coverage to just the 
exact area desired.

PATENT NUMBERS: 4,611,197    4,843,374

PUT ADHESIVE TAPE ON THE BACK 
SIDE OF MOUNTING BRACKET, EITHER 
TOP OR BACK
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